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COM status with current COM 

settings. Click to open/close 

the COM connection. 

Open program 

settings.  

Clear terminal 

window.  

Note: This will not 

clear XTR data.

Open about 

window. 

Exit the 

program. 

Filter terminal window. 

Send commands 

to the XTR. 

Note: Press Enter or 

click the Enter button 

to send commands.

Retrieve puck 

tag logs from 

the XTR.

Save the puck 

tag logs to a 

.csv file.

Delete the puck tag 

logs from the XTR. 

Note: This cannot be 

undone. Make certain 

you have saved the tag 

log before deleting.
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Select COM 

port number. 

Note: Use the 

device manager 

shortcut to find 

the XTR COM 

port number. 

COM port 

settings. 

Note: Default XTR 

settings are already 

configured. Do not 

alter these settings 

unless instructed. 

Sent command line 

termination.  

Note: Default setting of CR is 

ideal. Do not alter this setting 

unless instructed.

Windows device 

manager shortcut. 

Note: XTR will be nested 

under Ports and named 

“USB Serial Port”. 

 Change the terminal window text to a fixed‐width font.  

 Sent commands will repeat in the terminal window, 

indicated by blue text.  

 Program will always appear on top of other windows. 

 Filtering in the terminal window is case sensitive. 


